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WHY LED? 


Cheaper lights might save you money at the register—but LED lights offer far greater val 


BETTER VISIBILITY, LESS OPERATOR FA 


LED is the closest thing to real daylight. The crisp, bright white light perior beam patterns er more = 
traditional lights and can help reduce operator fatigue. 


SUPERIOR STRENGTH F 


LED lights are sturdier—without fragile bulbs, filaments or electrodes. When w 
nothing is tougher. 


TIME AND MONEY SAVINGS 


LED lights last 20 times longer than HID lights, saving you money and time over the life of your machine. 


QUICK AND EASY INSTALLATION 


Our LED lights are easy to install on any machine—simply bolt them on and wire them up. 


DECREASED DRAIN ON YOUR MACHINE 


LED lights are ideal for machine productivity — particularly in older equipment—since they requ 
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RAW VS. EFFECTIVE LUMENS 


The lumen is a unit of measurement used to describe the total visible light output emitted by a light source. Because many people base their 
purchasing decisions solely on visual output, many LED lighting manufacturers boast high lumen numbers on product literature and packaging. 
What they may fail to clarify, however, is whether these big numbers are the raw lumen output or the effective lumen output. 


RAW LUMENS 


Raw lumens are theoretical, rather than the actual measure of useful light output. Manufacturers calculate raw lumen output by multiplying the 

number of LEDs in a light by their maximum output rating. For example, if a light uses 10 LEDs that have a maximum output rating of 100 lumens , 
each, the raw lumen output would be 1,000 lumens. No photometric testing is necessary to come up with this number. The reason this is an 

unreliable metric is because it does not take into account real world factors that can decrease light output by as much as 75 percent. 


THERMAL LOSSES: LEDs heat up over time. Thermal ; 


Optical Loss 
As they heat up, their light output decreases. Losses 


& Assembly 
Variation 


af 


OPTICAL LOSSES: As light passes through any material, 


such as a lens, it loses some of its intensity. 


ASSEMBLY VARIATION: Manufacturing processes cannot 


guarantee that all lamps will be exactly the same. 


EFFECTIVE LUMENS . 


Effective lumens are an actual measurement that takes all of these real world losses into account. Measuring the effective lumen output of a light 
requires the use of high-tech photometry equipment. Due to the cost and expertise involved, some manufacturers opt to cut corners and simply 
use the theoretical raw lumen value. This makes a true comparison between lights very difficult, because customers looking at raw lumen value 
are very likely to get a lower output than advertised. . 


Here’s a practical example: 


e LED light No. 1 has an output rating of 2,000 raw lumens, but only 1,000 effective lumens. 
e LED light No. 2 has an output rating of 3,000 raw lumens, but only 500 effective lumens. 


Based solely on raw lumens, No. 2 would be the clear choice. However, turn both lights on, and light No. 1 would be twice as bright as light 
No. 2 because it has the higher effective lumen output. : 


SUPPLIER ORDERING PARAMETERS 


J.W. Speaker Promo ID: LISP 
ECCO Promo ID: LIEC 


Orders from each supplier may be combined but must qualify separately. 


SALES PROGRAM NAME 
ORDERING LEVELS 


FREIGHT CHARGED 


CONTACT INFORMATION 


J.W. Speaker Global Headquarters 
N120 W19434 Freistadt Road 
PO Box 1011 
Germantown, Wisconsin 53022 
Phone: (262) 251-6660 
Fax: (262) 251-2918 
Toll Free:.(800) 558-7288 
Hours of Operatian: 
Monday - Friday 
7:30 a.m. — 4:00 p.m. CST 


ECCO Group Americas and Headquarters 
833 W. Diamond Street 

Boise, ID 83705 

Phone: (800) 635-5900 

Fax: (800) 688-3226 

Hours of Operation: 

Monday — Friday 

7:00 a.m. — 4:00 p.m. MST 


JI.W. SPEAKER. 


Engineered. Lighting. Solutions. 
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SHINE A LIGHT - 
ON PRODUCTIVITY 
WITH LED WORKLIGHTS 


Improve visibility and increase safety with our broad range of LED worklights. These lights are 
not only engineered to provide maximum light output, but they are specifically designed to meet 
the needs and challenges of our customers. Our wide selection of high-performance lighting 
spans a variety of shapes, sizes and colors. 


6 LED WORKLIGHTS 


EW2510 EW2311 


EW2510 a Ew2310 4 * = ew2450 
SERIES" SERIES SERIES 


Nine 10-watt LEDs Nine 10-watt LEDs EW2310 Nine 3-watt LEDs 
High-intensity beam High-intensity beam On/off switch 
Vibration-dampening bracket Heavy-duty stainless steel bracket 360-degree stainless steel rotation axis 
Aluminum heatsink housing Aluminum heatsink housing Removable handle with reinforced nylon 
Certifications and Standards: IP68 approval Polycarbonate lens Aluminum heatsink housing 
Polycarbonate lens 3-year warranty Polycarbonate lens 
2-year warranty 3-year warranty 

See page 11 for magnetic mount options 


EW2451 


BEAM 
PART NO. _ | PATTERN 


EW2510 SERIES 
EW2510 _| Spot 


EW2511 Flood 


EW2310 SERIES 
EW2310 Spot 
EW2311 _| Flood 
EW2450 SERIES 
EW2450 | Spot 
EW2451 _| Flood 


*Includes bracket dimensions 
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EW2421 SERIES 


e 16 3-watt LEDs 
e Aluminum heatsink housing 


Certifications and Standards: 
IP67 and CE approvals 


Polycarbonate lens 
2-year warranty 


EW2421 


EW2101 SERIES 


Six 3-watt LEDs 
Aluminum heatsink housing 


Certifications and Standards: 
IP67 approval 


Polycarbonate lens 
3-year warranty 


Seal @ Lumens 


PART NO. _ | PATTERN RAW | EFFECTIVE | VOLTAGE 


EW2421 2,600 


EW2303 
EW2101 
EW2304 
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EW2303 SERIES 


Two 10-watt LEDs 
Compact design 

Steel mounting bracket 
Aluminum heatsink housing 


Certifications and Standards: EW2303 
R10 and CE approved 


Toughened glass lens 
3-year warranty 


EW2304 SERIES 


Two 10-watt LEDs 
Compact design 

Steel mounting bracket 
Aluminum heatsink housing 


Certifications and Standards: 
R10 and CE approved 


Toughened glass lens 
3-year warranty 


Q | @ DIMENSIONS 


EW2304 


| BRACKET 


AMPS =| HEIGHT | WIDTH DEPTH 


| DIMENSIONS 


E92007 SERIES 


e Five 3-watt LEDs 

e Aluminum heatsink housing 

© Certifications and Standards: 
CE approval 

e Polycarbonate lens 

e 3-year warranty 


e See page 11 for magnetic mount options 


BEAM 
PART NO. | PATTERN 
E92008A —_| Flood 
E92007 | Flood 
‘MODULARLIGHT | 
Ew2401 | Flood =| 


E92007 


EW2401 SERIES (MODULAR) 


e Four 3-watt LEDs 


e Modular square LED; can be connected vertically or horizontally 
e Magnesium alloy housing 


e Certifications 
e Polycarbona 
e 2-year warranty 


> lens 


Standards: IP67 and CE approvals 


E92008 SERIES 


an 


e 30 3-watt LEDs 

e Aluminum heatsink housing 

e Certifications and Standards: 
CE approval 

e Polycarbonate lens 


e 2-year warranty 


E92008 


@ DIMENSIONS 


BRACKET 
VOLTAGE DIMENSIONS 
2,100 | 12-24 22 4.96 4.96" | 3.35" 9.52"h 
700 | 12-24 14 | 4.33' 4.33" 1.81" 0.71"h 
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MODEL 832 XL 


e The XL Series is an extra-heavy-duty collection of LED worklights, 
developed specifically for extreme industrial conditions. 

e Uniform yellow housing 

e Universal pedestal mount 

e Mating connector: integrated two-pin Deutsch weather-proof plug 

© Certifications and Standards: Buy America compliant, sealed to IP69K 

e Polycarbonate lens 

e Limited lifetime warranty 


MODEL 832 


SP1300111 


MODEL 840 XD 


e Universal pedestal mount 
e Mating connector: integrated 
two-pin Deutsch weather-proof plug 
e Certifications and Standards: 
Buy America compliant, 
sealed to IP69K 
e Polycarbonate lens 
e Limited lifetime warranty 


SP1300171 


e Universal pedestal mount 

e Mating connector: 

integrated two-pin Deutsch 

weather-proof plug 

e Certifications and Standards: 
P67 and CE approvals; SAE 

J1113, CE CISPR (12/22), 

UL listed, Buy America compliant, 

sealed to IP69K 

e Polycarbonate lens 

e Limited lifetime warranty 


SP130001 1 


BEAM 
PART NO. _| PATTERN 
MODEL 832 
SP1300161 __| Spot 2,700 1,600 12-24 3.5 4 1 
' SP1300171 Trap j 2,700 = 1,600 | 42-24 20) 4 4 
$P1300181 | Flood 2,700 1,600 12-24 3.5 4" 4" 
MODEL 832 XL 
| sp1300111 | Spot 3,250 2,400 12-24 3.5 4" 4" 


SP1300121 


Trap 


SP1300131 


Flood 


MODEL 840 XD 


SP1300001 


Flood 


SP1300011 


Trap 


SP1300021 
SP1300031 


Spot 


Trap 


SP1300091 


Flood 


SP1300101 


Spot 
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MAGNETIC MOUNT OPTIONS — 


E92007 SERIES 9 BW ooscoryc.:~EW2450 SERIES 


seams |-§-: @_ LUMENS | @ re) @ DIMENSIONS cain 
PART NO. __| PATTERN RAW | EFFECTIVE | VOLTAGE | AMPS HEIGHT | WIDTH DEPTH | DIMENSIONS & 


EW2450 SERIES 
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MODEL 518 


) ( ; 
Mating connector: Packard wie by e Polycarbonate housing 


Certifications and Standards: } ) resists rust and corrosion 
SAE J1113, Buy America | : t Low profile mount 
compliant, sealed to IP67 2 Polycarbonate lens 


Glass lens Certifications and Standards: 
Limited lifetime warranty ' , Buy America compliant, 
SAE J1113, SAE J1455, 
SP0545971 ECE Reg. 10, sealed to SP1300271 
IP69K IEC 60529 


=e @ Lumens | @ : | @ DIMENSIONS 
PART NO. | PATTERN _| DETAILS RAW | EFFECTIVE | VOLTAGE = AMPS =| HEIGHT | WIDTH 
MODEL 508 


SP0547431 | Includes combine retrofit mount 
SP0545981 Includes side mount 900 

SP0548311 [Flood Includes 10° mounting plate 900 

MODEL 518 
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cp4 


603261 


MODEL 880 XD 


e Universal pedestal mount; 
includes combine retrofit mount 


proof plug 
plug 


ications and St 


UL listed 
switch \ n only), Buy America 
pliant, t 69K 

rbor 


e Limited lifetime warranty 


Deutsch w ; (DTO6-2S) 
Certifications and Standards: SAE J1113, 
CE CISPR, UL listed, Buy America 
compliant, see 


=d to IP69K 
Polycarbonate lens 


Limited lifetime warranty 


(2) 2) @ DIMENSIONS 


PART NO. | PATTERN DETAILS 
MODEL 880 XD 


MODEL 881 XD 


RAW 


EFFECTIVE | VOLTAGE HEIGHT | WIDTH 
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EW2300 - 5) 4, Ewe2so1 
SERIES |... > |* SERIES 


: Sard 
Six 10-watt LEDs x om ee Five 10-watt LEDs 
High-intensity beam a f7.°) ; High-intensity beam 
Aluminum heatsink housing ~ ; Aluminum heatsink housing 


Certifications and Standards: 0 ro. ae Certifications and Standards: 
CE approval i ¥ IP67 and CE approvals 


Toughened glass lens Polycarbonate lens 
3-year warranty ‘ 2-year warranty 


Ew2411 ie «60s EW2440 acess 
SERIES Sy G, ee SERIES 
Six 3-watt LEDs ge. z ; Ted ; | Six 3-watt LEDs 


Aluminum heatsink housing eg 2 ee hy ie Compact design 
Certifications and Standards: : c si - F Aluminum heatsink housing 


IP67, CE and R10 approvals 4a Polycarbonate lens 
Polycarbonate lens 2-year warranty 
2-year warranty 


| BRACKET 
PART NO. BEAM PATTERN HEIGHT | WIDTH | DEPTH | DIMENSIONS 


EW2300 SERIES 

EW2300 Spot Sh. Dy 2-24 : 4. 2D 0.7"h 
EW2301 Flood 3, 2,66 é : 4.2 : 0.7"h 
EW2501 SERIES 

EW2501 Flood 2 d 3. : 3.1' 1.5"h 
EW2411 SERIES 

EW2411 Flood 

EW2440 SERIES 


EW2440 Spot 1,150 | 


EW2441 Flood 
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EW2320 SERIES (MODULAR) 


Five 10-watt LEDs 

Modular rectangular LED; can be connected vertically or horizontally 
Aluminum heatsink housing 

Certifications and Standards: IP67 approval 

Polycarbonate lens 

3-year warranty 


| LUMENS | @ 
PARTNO. |BEAMPATTERN RAW | EFFECTIVE | VOLTAGE AMPS 
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EW2431 
SERIES 


E92005 
SERIES 


EW2431 £92005 


e 14 3-watt LEDs 

e Aluminum heatsink housing 

e Certifications and Standards: 
IP67 and CE approvals 

e Polycarbonate lens 

e 2-year warranty 


E92004 
SERIES 


Eight 3-watt LEDs 

e Aluminum heatsink housing 

e Certifications and Standards: 
CE approval 

e Acrylic lens 

e 2-year warranty 


E92013 
SERIES 


e Six 3-watt LEDs 
e Aluminum heatsink housing 


e Certifications and Standards: 
CE and R10 approvals 


e Acrylic lens 


e 2-year warranty 


e Six 3-watt LEDs 
e Rubber housing 


© Certifications and Standards: 
IP67 approval 


e Polycarbonate lens 
e 1-year warranty 


E92013A 


" $ BRACKET 
PART NO. | BEAM PATTERN DIMENSIONS 
EWw2431 Flood | 2600 | 2100 | 1224 | 3.1 | 4.6" 4.6" 3" 0.7"h 
E92005 Flood | 1000 | 950 | 1204 | 12 | 43" | 493" | 177" | o7t'n 
E92004A Flood aE ae ee | 4.57 4.57" | 1.89" 0.47"h 
E92013A Flood | 650 | e600 | i224 | o9 | 496" | 496" | 201" | 1.22% 
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Universal pedestal mount 

Mating connector: two-pin 

Deutsch weather-proof plug (DTO6-2S) 
Certifications and Standards: SAE J1113, 
CE CISPR (12/22), UL listed, Buy America 
compliant, sealed to IP69K 
Polycarbonate lens 

Limited lifetime warranty 


BEAM 


MODEL 4410 


Universal pedestal mount 

Mating connector: two-pin Deutsch weatherproof plug (DT06-2S) 
Certifications and Standards: Buy America compliant, sealed to IP67 
Polycarbonate lens 

Limited lifetime warranty 


MODEL 680 XD 


PAR46 LED worklamp 

Universal pedestal mount 

Mating connector: two-pin Deutsch 
weather-proof plug (DT06-2S) 
Certifications and Standards 

SAE J1113, CE CISPR (12/22), Buy 
America compliant, sealed to IP69K 


Polycarbonate lens 
Limited lifetime warranty SP1501641 


PART NO. PATTERN 
MODEL 4410 
SP0545931 


SP0547681 Spot 


_ MODEL 670 XD 

1 sP1403241 | Flood 
SP1403251 
SP1403261 
SP1403271 
SP1403281 
SP1403291 | Flood 
MODEL 680 XD 
SP1501641 | Flood 
SP1501651 | Trap 
SP1501661 | Spot 
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MODEL 6043 


e LE 


SEE PAGE 42 FOR CNH INDUSTRIAL PARTS MATRIX. oe 
@ Lumens 

PART NO. | PATTERN RAW VOLTAGE 

MODEL 6040 


MODEL 6043 


MODEL 6046 


FIOOC 300 650 2 
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seam | @ LUMENS rz) 
PATTERN EFFECTIVE | VOLTAGE HEIGHT 
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BEAM @ DIMENSIONS 


A) DIMENSIONS 
PART NO. PATTERN HEIGHT | WIDTH WITH BRACKET 
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MODEL 770 XD_ Es 


MODEL 771 XD y 


finer +F9> \ 
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MODEL 735 


/ tees 4opeers 
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e Includes harness 

e Universal pedestal mount 

e Mating connector: two-pin 

Deutsch weather-proof plug (DT06-2S) 

e Certifications and Standards: SAE J1113, 
CE CISPR (12/22), Buy America compliant, 
sealed to IP67 

e Polycarbonate lens 

e Limited lifetime warranty SP1705911 


Universal pedestal mount 
Viating connector: two-pin Deutsch i 
weather-proof plug (DT06-2S) 
Certifications and Standards: 
SAE J1113, CE CISPR (12/22), 
Buy America compliant, 
sealed to IP67 

Polycarbonate lens 

Limited lifetime warranty 


MODEL 735 XL 


Universal pedestal mount 
ating connector: two-pin 
Deutsch weather-proof 

plug (DT06-2S) 

Wiring harness: Deutsch 
wo-way (DT06-S2) 
Certifications and Standards: 
SAE J575, SAE J1113, SP1706581 
Buy America compliant, 
sealed to IP67 

Polycarbonate and glass lens 
Limited lifetime warranty 


e Universal pedestal mount 

e Mating connector: two-pin 
Deutsch weather-proof 
plug (DTO6-2S) 

e Certifications and Standards: 
SAE J575, SAE J1113, 
SAE J1455, Buy America 
compliant, sealed to IP69K 


SP1706521 


@ Lumens 


PART NO. BEAM PATTERN 


MODEL 770 XD 


SP1706041 Flood 900 700 12 3" 5 
SP1706321 Spot 900 700 2 1 3" 3) 
SP1706051 Trap 900 700 12 1 3" 5" 
SP1706241 Flood 900 700 12-48 1 3" 5" 
SP1706261 Spot 900 700 12-48 1 3" 5” 
SP1706251 Trap 900 700 12-48 1 3" 2" 
MODEL 771 XD 

SP1705911 Flood 900 700 12-48 1 3" 5' 
SP1706191 Spot 900 700 12-48 1 3" 5" 
SP1706171 Vertical flood 900 700 12-48 1 3" 3" 
MODEL 735 

SP1706581 Trap 2,700 1,600 12-24 3.5 3" 5" 
SP1706571 Spot 2,700 1,600 12-24 3.5 3" 5" 
SP1706591 Flood 2,700 1,600 12-24 3.5 3" 5” 
MODEL 735 XL 

SP1706521 Spot 3,250 2,400 12-24 3 3" 5" 
SP1706531 Trap 3,250 2,400 12-24 3 3" 5" 
SP 706541 Flood 3,250 2,400 12-24 3 3" 5" 
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SP1706301 


MODEL 776 XD 


MODEL 775 XD 
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LED worklight and turn signal 
Universal pedestal mount 


Mating connector: two-pin Deutsch weather-proof plug (DTO6-2S) 


Certifications and Standards: SAE J1113, ECE Reg. 6, CE CISPR (12/22), UL listed, 


Buy America compliant, sealed to IP67 


Polycarbonate lens 
Limited lifetime warranty 


e Dual-beam worklamp with three settings: 


top beam, bottom beam or both 


e Universal pedestal mount 


e Mating connector: three-pin 


Deutsch weather-proof plug (DTO6-3S) 
Certifications and Standards: SAE J1113, 
ECE Reg. 6, CE CISPR (12/22), UL listed, 
Buy America compliant, sealed to IP67 


e Polycarbonate lens 


Limited lifetime warranty 


SP1706331 


@ Lumens 


MODEL 736 


Universal pedestal mount 
Mating connector: two-pin 

Deutsch weather-proof plug (DTO6-2S) 
Certifications and Standards: SAE J575, 
SAE J1113, Buy America compliant, 
sealed to IP67 


Polycarbonate lens 
Limited lifetime warranty 


SP1704911 


PART NO. sae EFFECTIVE VOLTAGE HEIGHT 
MODEL 775 XD 

SP1706301 | Spot 600 400 12-48 | 12 3" 5" 
MODEL 776 XD 

SP1706331 | Dual 1,400 eee 12-24 | Top or bottom beam: 0.77; dual beam: 1.5 3" 5" 
MODEL 736 

SP1704911 | Vertical flood | 2,700 4,400 12 137 3" 5" 
SP1704961 | Vertical flood | 2,700 1,400 24 | 47 3" 5" 
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MODEL 7150 


Polycarbor 
Limited lifetime v 


MODEL 7150 

SP1 ] 

SP1 
“Pt 8 

SP18010 

MODEL 7150 XL 

SP1801341 Flood 8,600 
Spot 8,600 

SP1801331 Trap 8,600 
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KEEP SAFETY 


Safety should always be the number one priority, and our flashing, strobe and rotating warning lights ) 


use the latest technology to increase visibility. The lenses and housing of these lights are made of 
the highest-quality materials because we understand that their lifespan and dependability directly 
translate to a safer environment. 
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STICK-A-LED™ SERIES 


e Three or six LEDs 

e Quad flash 

e Single hole installation 

e Self-adhesive mount 

® Certifications and Standards: CE, R10 and IP66 approvals ED0004A 
e Tough polycarbonate base and lens 

e 1-year warranty 


VOLTAGE 


PART NO. COLOR 


EDO002A Amber 

ED0002C Clear 24 3.5 5" 7" 7" 

ED0002R Red 

EDO003A Amber 

ED0003C Clear 24 3.5 Se Tia it 

EDO0003R Red 

EDO004A Amber Dooce 
ED0004C Clear 24 3.5 5" 7" Tr" 

ED0004R Red 


BATTERY-OPERATED FLASHING HAZARD LIGHTS 


e Magnetic mount attaches securely to back of vehicle or trailer 
e 18 bright, highly visible diodes 

e 3-way switch for flashing or steady-on operation 

e Flash mode (180 flashes per minute) 

e Requires four AA batteries (not included) 

e Can flash for 36 hours or more on one set of alkaline batteries 
e Can be optionally configured as self-standing easel 

e Sealed lens and base 


HF18APHDGV 


@ DIMENSIONS 
PARTNO. | COLOR 
HF18APHDGV | Amber 6" 4" 
HF18RPHDGV | Red 6" 4" HF18RPHDGV 
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7900 SERIES = 
SAE CLASS | sil 


E7945AVM 


7900 SERIES 
SAE CLASS II 


ALE AA 


e 11 flash patterns 
e Aluminum base 


e Latest technology in 
a traditional housing 


© Certifications and Standards: 
SAE J845 Class | LED 


e 2-year warranty 


7960 SERIES 


e Double flash (80 flashes per minute) 
or quad flash (65 flashes per minute 
e High/low intensity 
e Encapsulated electronics for 
severe vibration applications 


e Aluminum base 


E7965AVM 


pe eel 


c=... 


e Pulse8 flash pattern (8 flashes per cycle) 

e Reinforced polypropylene base 

e Latest technology in a traditional housing 

e Certifications and Standards: SAE J845 Class II LED 
e 2-year warranty 


“pean eo? 


E7945A 


E7660AVM A" 


7660 SERIES 


Hybrid LED with rotating warning signal 
e No gears, brushes or bulbs to wear out 
e LED optics produce intense rotating beam 


e UV hard coated lens reduces abrasion, 
cracking and fading ty 


e 125 flashes per minute 
e Aluminum base 


e Certifications and Standards: 
SAE J845 Class | LED, CE, R10 
e 5-year warranty 


7460 SERIES 


E7660A 


aS E7460AVM 


© Certifications and Standards: Eats 
SAE J845 Class | LED, CE, R10 ~“ _ 
e 5-year warrant as 
: of E7960A “<li = 
e Reflective LED modules - 
= —_— 


e 15 flash patterns 

e High/low intensity and 
synchronization capable 

e Encapsulated electronics 
extend product life 

e Aluminum base 


m4 


E7160AVM — = 
ee # 


E7160A 


© Certifications and Standards: SAE J845 
Class | LED, California Title 13, CE, e, IP66 


e 5-year warranty 


VOLTAGE 


¢ Compact, low profile beacon 
e Reflective LED module 
e Pulse flash pattern (8 flashes per cycle, 
75 flashes per minute) 
e Removable reinforced nylon flange 
for pipe mounting 
e Certifications and Standards: 
SAE J845 Class | LED, CE 
e 5-year warranty 


E7460A 


PART NO. COLOR 
7900 SERIES CLASS | 


E7965A 


Amber 


3 bolt, 1" pipe 


E7965AVM 


7900 SERIES CLASS II 


Amber 


Vacuum magnet 


E7945A 


Amber 


3 bolt, 1" pipe 


E7945AVM 
7960 SERIES 


Amber 


Vacuum magnet 


E7960A 
E7960AVM 
7660 SERIES 


Amber 
Amber 


3 bolt, 1" pipe 


Vacuum magnet 


E7660A 
E7660AVM 
7160 SERIES 


Amber 
Amber 


3 bolts 


Vacuum magnet 


E7160A 
E7160AVM 
7460 SERIES 


Amber 
Amber 


3 bolts, 1" pipe 


Vacuum magnet 


E7460A 
E7460AVM 


Amber 


Amber 


12-36 
12-36 


3.6 
3.6 


3 bolts, 1" pipe 


Vacuum magnet 


*All lights are available in amber (A), blue (B), clear (C), green (G) and red (R). Final letter of part number 
will change with color. 7960 Series not available in green. Other colors ordered through vendor direct. 
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E5590CA 


5590 SERIES 
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E5585A 


5585 SERIES SAE CLASS II 


e 15 inches wide 

¢ Combines reflective and TIR Optic LED modules to optimize 
focused front and rear warning, and wide-angle side warning 

e Cigarette plug adapter with on/off and flash pattern 
switches (magnet models) 

e Synchronization capable 

e 18 flash patterns 

® Certifications and Standards: SAE J845 Class | LED, 
California Title 138, CE, R10, IP65 


e 3-year warranty 


e 15-inch, reflective LED modules 


e Cigarette plug adapter with on/off and flash pattern 
switches (magnet models) 

e Synchronization capable 

e 18 flash patterns 

¢ Certifications and Standards: SAE J845 Class II LED, 
CE, R10, IP65 


e 3-year warranty 


PART NO. MOUNTING 
5585 SERIES 

E5585A Amber 12-24 oul 4 bolts 
E5585AVM Amber 12-24 5.1 Vacuum-magnet 
5590 SERIES 

E5590A Amber 12-24 6 4 bolts 
E5590AVM Amber 2-24 6 Vacuum-magnet 
E5590CA Clear, illuminates amber 12-24 6 4 bolts 
E5590CAVM Clear, illuminates amber 12-24 6 Vacuum-magnet 


*All lights are available in amber (A), blue (B), clear (C), green (G) and red (R). Final letter of part number will 


change with color. 5580 Series is available in amber only. 


5350 SERIES STROBE LIGHT 


e Strobe light (two 360° strobes) 

¢ 12 to 48 volts - 

e 3 amps a 

¢ Double/quad flash pattern 
(65-80 flashes per minute) 

e Two-year warranty 

e Certifications and 


Standards: CE EC5350CAC 


Part No. EC5350ACC (amber lens, clear light) 
Part No. EC5350CAC (clear lens, amber light) 


6600 SERIES 
STROBE LIGHT 


e 12 to 24 volts 


° 2.2 amps EC6650A 
e¢ Double/quad flash pattern 
(65 flashes per minute) 

e Two-year warranty 


e Certifications and Standards: 
SAE J1318 Class II, CE, R10 


Part No. EC6650A 
Part No. EC6650AVM (vacuum mount) 


MINIBAR WARNING LIGHTS - ECCO 27 


sae HLT 


TH LED HEAD 


Our LED headlights offer a superior beam pattern and are designed to exceed on-road standards. These models 
are engineered to provide more light in the areas where it is needed most, maximizing visibility and eliminating 
wasted light. Our collection of forward lighting includes headlights and a full line of auxiliary lighting, including 


fog lights, light bars and driving lights. 


28 LED HEADLIGHTS 


MODEL 8800 
EVOLUTION 


e LED headlights available 
in high beam and low beam 


e Retrofits 1A1 and 2A1 
(4-inch x 6-inch) sealed beam headlights 

e Right-hand traffic 

e Certifications and Standards: FMVSS 108, 
DOT compliant, CMVSS 108, ECE Reg. 112, 
Buy America compliant, sealed to IP67 


e Hard-coated polycarbonate lens 
e Lifetime Limited Warranty 


OPTIONAL DOUBLE-BUCKET 


A 


MODEL 8800 HIGH/LOW 


SP0549021 


MOUNTING ASSEMBLY FOR MODEL 8800 


Part No. SP3156600 (right-hand) 
Part No. SP3156680 (left-hand) 


MODEL 8801 
EVOLUTION 


e LED headlights available 
in high beam and low beam 
e Pedestal mount 


e Certifications and Standards: 
DOT-compliant, FMVSS 108, CMVSS 108, 
Buy America compliant, sealed to IP67 


e Polycarbonate lens 


e Lifetime Limited Warranty SP0549211 


MENS 


PART NO. DETAILS 


EFFECTIVE 


MODEL 8900 


LED high/low beam headlight 
Requires custom bucket 


Certifications and Standards: FMVSS 108, DOT compliant, 
CMVSS 108, MIL-STD-461, SAE J578, SAE J1455, SAE J575, 
Buy America compliant, sealed to IP67 


Hard-coated polycarbonate lens 
Lifetime Limited Warranty 


SP0547851 


VOLUTION 


LED high/low beam headlights 
No front position 
Certifications and Standards: 
FMVSS 108, DOT compliant, 
CMVSS 108, ECE Reg. 7, ECE Reg. 112, 
Buy America compliant, sealed to IP67 


Hard-coated polycarbonate lens 
Lifetime Limited Warranty 


SP0546571 


HEIGHT WIDTH 


MODEL 8800 
SP0549001 Low beam 1,890 740 12 3.6 4 6 
SP0549021 High beam 1,890 890 12 3.6 4" 6" 


MODEL 8800 HIGH/LOW 
SP0547851 = 1,900 


MODEL 8801 


725 (low beam) 
750 (high beam) 


12-24 2.9 


' SP0549211 
SP0549231 High beam 
., MODEL 8900 HIGH/LOW 


Low beam 1,890 


1,890 


740 
890 


1,350 (low beam); 


SP05500711 1,770 (high beam) 


Chrome inner bezel 


850 
650 


low beam); 
high beam) 


1,350 (low beam); 


ROS HOI 1,770 (high beam) 


Black inner bezel 


850 
650 


low beam); 
high beam 
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MODEL 8630 


PAR46 LED headlight 

Certifications and Standards: FMVSS 108, 
DOT compliant, CMVSS 108, ECE Reg. 7, 
ECE Reg. 112, ECE Reg. 10, Buy America 
compliant, sealed to IP67 


Hard-coated polycarbonate lens 
Lifetime Limited Warranty 


SP0547051 


PART NO. 
MODEL 8630 


High beam 


DETAILS 


MODEL 90 
SP0547751 | High beam with front position 


SP0547761 | Low beam, no front position 


30 LED HEADLIGHTS - J.W. SPEAKER 


MODEL 90 


Retrofits standard 90mm 

projector headlights 

45,000 (high beam)/ 17,500 (low beam) 
max candelas 

Certifications and Standards: FMVSS 108, 
DOT compliant, CMVSS 108, ECE Reg. 7, 
ECE Reg. 112, Buy America compliant, 
sealed to IP67 

Hard-coated polycarbonate lens 

Lifetime Limited Warranty 


0 


0.8 (high beam), 0.4 (front); 
0.4 (high beam), 0.2 (front) 


1.9 


90mm 90mm 


90mm | 90mm 


MODEL 6150 


e LED fog light 

e Universal pedestal mount 

e Certifications and Standards: 
FMVSS 108, DOT compliant, 
CMVSS 108, SAE J583, SAE J1113, 
ECE Reg. 19, Buy America compliant 

e Hard-coated polycarbonate lens 


MODEL 6145 


e LED fog light 

e In-bumper mount 

e Certifications and Standards: 
FMVSS 108, DOT compliant, 
CMVSS 108, SAE J583, SAE J1113, 
ECE Reg. 19, Buy America compliant 

e Hard-coated polycarbonate lens 


e Lifetime Limited Warranty ; e Lifetime Limited Warranty 


SP0547941 


PART NO. DETAILS EFFECTIVE | VOLTAGE HEIGHT | WIDTH 


MODEL 6150 


SP0547951 Black housing, chrome inner bezel 1,080 610 12 1.6 4' 
SP0547981 Black housing, black inner bezel 1,080 | 610 12 1.6 4 | 4 
SP0548991 Nickel housing, black inne’ 1,080 | 610 2 1.6 4 A 
MODEL 6145 

SP0547971 1,080 | 610 12 1.6 4" | 4" 
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LED FOG LIGHTS - J.W. SPEAKER 31 


LIGHTING SYSTEM: 


Ensure your truck and trailer are ready for the road. Our lighting kits have everything you need to hit 
the road safely. Get all the tail lights, side markers and light bars you need to ensure your equipment 
complies with federal requirements. 


32 TOWING AND TRAILERING LIGHTS 


PEDESTAL MOUNT TAIL LIGHTS 


¢ Combination signal light requires a Y2-inch hole for stud mounting 
e All mounting hardware is included 

e Prewired and self-grounding for easy installation 

e Red or amber snap-on acrylic lens included 

e Black acrylic cover 


© Certifications and Standards: FMVSS, CMVSS 108, 
ASABE 4 Candle Power 


PART NO. DETAILS © size Dios eTAGN 

2423273GV Double face; amber marker and turn 4.28" diameter x 2.16" 2493273GV 2423275GV 
2423274GV Double face; red stop, tail and turn; amber marker and turn | 4.28" diameter x 2.16" 

2423275GV Single face; red stop, tail and turn; black 4.28" diameter x 2.16" 

REPLACEMENT PARTS 


30-90-156GV | Bulb #1156, single filament - 
30-90-157GV | Bulb #1157, double filament - 


MODEL 270 


e Found on Case IH Magnum 

e Low profile mount 

e Certifications and Standards: ASABE 279.17, ECE Reg. 6, ECE Reg. 7, SAE J96, SAE 585, 
SAE J586, SAE J588, SAE J594, SAE J914, SAE J974, SAE J1889, SAE J2040, SAE J1957, 
SAE J2261, SAE J278, SAE J279, SAE J575, Buy America compliant, sealed to IP67 


e Acrylic lens 
e Limited lifetime warranty 


SP0341361 


@ DIMENSIONS 


PART NO. | DETAILS PARK STOP TAIL TURN HEIGHT WIDTH 


SP0341361 | ECE/SAE stop and tail Red 12 = 0.07 0.01 - oy fe 

’ 0.07 amp at 24V DC; fi i 

SP0342061 | ECE/SAE stop and tail Red 24-36 - 0.05 amp at 36V DC 0.01 - 3 i 

SP0341881 | SAE turn and park Amber 12 (5) - ~ 0.5 oy lim 

SP0341341 | ECE/SAE turn Amber 12 - - - 0.5 3h tee 

87703630 ECE/SAE turn with connectors; Renbek 42 _ a 2 05 3" 7" 
available through Depot only 


Si 9 +) SIGNAL AND TURNING LIGHTS 33 
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ECONOMY AG | AG TRANSPORT 
LIGHT KIT LIGHT KITS 


PART NO. DESCRIPTION 
PART NO. DESCRIPTION 


)02670G\ : REPLACEMENT PARTS 
REPLACEMENT PARTS 


34 TRAILERING LIGHTS 


ANID LRA 


MAGNETIC TOWLIGHT KIT 


>» 


es 


Part No. 18148GV 
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EFFECTIVE OPTION IN 
HALOGEN WORKLIGHTS 


There is no one-size-fits-all approach.to lighting. When budget becomes a concern, 
halogen worklights offer a cost-effective, long-lasting alternative to LED lighting. These 


energy-saving lights work year round and are built to handle the bumps and scrapes of a 
rigorous work environment. 


36 HALOGEN WORKLIGHTS 


© Lumens @ @ BRACKET 
PART NO. | PATTERN | DETAILS RAW. | EFFECTIVE | VOLTAGE | AMPS DIMENSIONS 


ROUND/OVAL HALOGEN WORKLIGHTS - ECCO 37 ° 


——- + ee 


| @ pimensions 


| BRACKET 
PART NO. | PATTERN | DETAILS RAW LUMENS | VOLTAGE | AMPS | HEIGHT | WIDTH DEPTH | DIMENSIONS 


BEAM 


38 SQUARE HALOGEN WORKLIGHTS - ECCO 


0 S) © | @ Dimensions | BRACKET 
PART NO. | PATTERN | DETAILS RAW LUMENS | VOLTAGE | AMPS | HEIGHT | WIDTH | DEPTH | DIMENSIONS 


- " mh 
ete RECTANGULAR HALOGEN WORKLIGHTS - ECCO 39 


INSTALLATION HARNESS 


Save time with worklight installation harnesses. These connectors allow you to quickly and easily connect the 
light to your machine—hassle free. Follow the steps below to properly attach the harness to your light. 


1. Place your light, worklight 2. Slide a crimp onto both light 3. Slide a heat shrink onto both 
installation harness, crimper, wires. Push it all the way up to wires. Attach the worklight 
two crimps, two heat shrinks the casings, leaving no wires installation harness to the 
and a heat gun on a clean exposed. Use a crimper to other side of the crimp using 
work surface. secure the crimp on each wire. a crimper. Make sure the 

positive and negative sides 
are lined up. 


The TWX4148 Packard (Delphi) worklight installation harness can be used to replace any halogen 
light utilizing a #894, 12-volt, 37.5-watt halogen bulb (CNH part numbers 9847313, 139120A1, 323094A1 
and 700714955). These bulbs are used on 450 different models. 

The TWX4149 Deutsch worklight installation harness can be used to replace any halogen light with 


1312210C2 and 9703399). These bulbs are used on more than 500 models. 


a DT04-2P connector. These lights commonly utilize an H3, 12-volt, 55-watt bulb (CNH part numbers Zz = 


40 LIGHT ACCESSORIES 


4. Use a heat gun to seal the 
heat shrink around the wire. 
Be sure the guard is securely 
attached to keep the flame 
from reaching your hands or 
your workspace. 


ee EW2461 SERIES 


e Five 3-watt LEDs 


P= fi EWw2461 e Rechargeable lithium battery 
— 
e Stainless steel mounting bracket 
a e Aluminum heatsink housing 


e Polycarbonate lens 
e 1-year warranty 


MODEL 60 


= * iar ’ 
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e Portable LED scene light system to adjust from full flood to full spot beam pattern 
e Acrylic lens 

e 12 volts DC 

e 3,600 raw lumens, 1,700 effective lumens 

e CE recognized, sealed to IP54 

e Two-year limited warranty 

e Battery powered, integrated DC vehicle charger included 

e 26 pounds 


Part No. SP0547141 
Part No. SP0547171 (includes remote) 


WALL CHARGER 


wise 


SP0547171 


e For model 60 lights 
e 120 to 240 volts AC 


Part No. SP6600651 
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CNH INDUSTRIAL PARTS MATRIX 


LED REPLACEMENT PART NO. CNH PART NO. DESCRIPTION 

MODEL 6040 

SP3157291 E38NN15330AA 4.5" Round flood, GE #4406 

SP3157291 390756R91 4.5" Round 

SP3157291 C5NN13007F 4.5" Round flood, GE #4406 

SP3157301 | 373662R91 4.5" Round trap, GE #4411 

SP3157301 277073 4.5" Round trap, GE #4411 

SP3157301 E3NN13007AA 4.5" Round trap, halogen 

SP3157301 EONN13N007AA 4.5" Round, GE #4460, 3-screw terminal 

MODEL 6043 

SP0344731 371461R91 4.5" Round worklight/tail light 

MODEL 6046 

SP3155231 310062F 5.75" Round flood, GE #4419 
APPENDIX 


LED AND HALOGEN WORKLIGHTS LED AND HALOGEN WORKLIGHTS 


EFFEC 
PART LUMEN 


PART NO. 


EFFECTIVE 
LUMEN 
400 ° 


PAGE 
NO. 
21 


SP1706301 22 SP1706171 700 e 
SP3157471 520 e 18 E91102 750 38 
SP3157481 520 e 18 SP3157291 770 e 18 
SP3157491 520 18 SP3157301 770 18 
SP0545931 525 ° 17 SP130000 780 e 10 
SP0547681 525 ifs SP13000114 780 10 
E92001 550 . 20 SP1300021 780 10 
poebise el is Le SP1300031 780 10 
Ps 9 
iia - : = SP1300091 780 ° 10 
Q 2] 
piliDeess e20 28 SP1300101 780 10 
EW2401 650 ° 9 7 
SP1403241 780 ° 7 
SP3155111 650 ° 18 
SP1403251 780 ae 
SP3157431 650 18 
SP1403261 780 17 
$P3155121 650 ° 18 
= = SP1403271 780 17 
E92007 700 ° 9 
= = SP1403281 780 17 
E92007-MG 700 ° 1 . 
403291 7 17 
E92004A 700 . 16 pile? Be i d 
SP0344734 700 A 18 E91099A 800 ° 38 
SP1706041 700 . 24 ewes gee is oe 
SP1706321 700 24 SP0545971 900 ° 12 
SP1706051 700 6 214 SP0547431 900 ° UE 
SP1706241 700 . 4 SP0545961 900 ° 12 
SP1706261 700 21 SP0545981 900 co) 12 
SP1706251 700 e 25) SP054831 1 900 ° 12 
SP1705911 700 ° 21 SP1603241 900 is 
SP1706191 700 21 SP1603251 900 13 


42 APPENDIX 


LED AND HALOGEN WORKLIGHTS 


EFFECTIVE 
PART NO. LUMEN SPOT TRAP 
900 ° 


LED AND HALOGEN WORKLIGHTS 


PAGE EFF 
NO. PART NO. LUM 


ECTIVE PAGE 
EN NO. 
2,100 ° 1 


SP1603261 13 EW2320 5 
SP160331 1 900 ° 13 EW2431 2,100 e 16 
SP1603321 900 13 EW2321 2,150 ° 15 
SP1603331 900 13 E91067 2,350 39 
SP1603271 900 ° 13 SP13001 11 2,400 10 
SP1603281 900 13 SP1300121 2,400 e 10 
SP1603291 900 13 SP1300131 2,400 ° 10 
EW2411 900 14 SP1706521 2,400 21 
E91001 900 37 SP1706531 2,400 ° 21 
E91025 900 39 SP1706541 2,400 e 2 
EW2440 950 ° 14 EW2501 2,450 ° 14 
EW2441 950 14 EW2301 2,650 ° 14 
E92005 950 16 EW2300 2,700 14 
E91026 950 ° 39 SP1801401 3,000 ° 19 
SP1300271 1,000 2 SP1801411 3,000 ° 19 
SP1300281 1,000 12 SP1801001 3,300 ° 23 
E91005 1,000 38 SP1801151 3,300 23 
SP1501641 1,060 17 SP1800991 3,300 ° 23 
SP1501651 1,060 ig SP1801061 3,300 ° 23 
SP1501661 1,060 ° 17 EW2310 3,600 if 
EW2451 1,100 7 EW2311 3,600 ° 7 
EW2451MG 1,100 11 EW2510 4,450 7 
EW2450 1,200 ° if EW2511 4,550 ° ih 
EW2450MG 1,200 ° 11 SP1801341 5,400 ° 23 
E91002 1,200 37 SP1801351 5,400 23 
E91085 1,200 ° 37 SP1801331 5,400 Oo 23 
E91091 1,200 ° 37 
E92003 500 ° 8 
SP1704911 1,400 22 
SP1704961 1,400 22 
86405708 1,450 38 
92269C1 1,450 39 
SP1300161 1,600 ° 10 
SP1300171 1,600 10 
SP1300181 1,600 10 
SP1706571 1,600 21 
SP1706581 1,600 ° 21 
SP1706591 1,600 21 
EW2101 1,650 8 
E91088A 1,700 37 
E91064 1,800 39 
EW2421 2,000 8 
E92008A 2,100 ) 
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LED HEADLIGHTS WARNING LIGHTS 
PART NO. EFFECTIVE LUMENS PAGE NUMBER PART NUMBER PAGE NUMBER 


SP0547951 610 31 ED0004C 25 
SP0547981 | 610 31 ED0004R 25 - 
“SP0548991 a 610 31 HF18APHDGV 25 
SP0547971 610 31 ‘HF18RPHDGV 25 
SP0547941 610 31 EC5350CAC 27 
SP0547051 650 30 EC6650A 27 
SP0547851 725 (low beam) 99 EC6650AVM 27 


750 (high beam) 


| ; | SIGNAL AND TOWING LIGHTS 
SP0550071 Sean Dean 29 
650 (high beam) PART NUMBER PAGE NUMBER 


850 (low beam) 87703630 gs 
eye 650 (high beam) 29 7 
a ; 7 a 002590GV 34 
SP0549001 740 29 ind aerate 
il 002670GV 34 
SP0549211 740 29 i 
002675GV 34 
SP0549021 890 29 eesaaree 
002676GV 34 
SP0549231 890 29 
18148GV 615 
SP0547751 n/a 30 7 
nd 2423273GV 33 
SP0547761 n/a 30 


2423274GV 33 


2423275GV 33 
WARNING LIGHTS i 
30-90-156GV 33 
PART NUMBER PAGE NUMBER 
30-90-157GV 33 


E5585A 27 

54003-040GV 34 
E5585AV OT, 
Nes Socal ‘ 54003-041GV 34 
E5590A 27 ; 
- 54209-006GV 34 
E5590AV 27 - - - 
a a ‘ 54209-008GV 34 
E5590CA 27 

54209-020GV 34 
E5590CAV 27 - 

54209-022GV 34 
E7160A 26 

8260001GV 34 
E7160AV 26 

8260101GV 34 
E7460A 26 

- - 8261501GV 34 

E7460AVN 26 

8261601GV 34 
E7660A 26 = —_— 

EC6650A 27 
E7660AV 26 

EC5350ACC 27 
E7945A 26 

SP0341341 33 
E7945AV 26 

- - - — SP0341361 33 

E7960A 26 

SP0341881 33 
E7960AV 26 OO - 
-_ —_ - . SP0342061 33 
E7965A 26 
E7965AV 26 LIGHT ACCESSORIES 
EDO0002A 25 PART NUMBER PAGE NUMBER 
ED0002C 25 EW2461 4 
ED0002R 25 SP0547144 MH 
EDO003A 25 SP0547171 M 
EDO0003C 25 SP6600651 44 
EDO003R 25 TWX4148 40 
EDOO04A 25 TWX4149 40 
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